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Quality system certified 

IS0 9001-2015 

 
All technical data may be changed by manufacturer without prior notice 

MADE IN ITALY BY NARDI COMPRESSORI 

www.nardicompressori.com 

CO2 REDUCER 

Absorption Filter

Input Concentration:

max. 1000 ppmv CO2

Output Concentration:

40% of the Input Concentration
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TECHNICAL DATE 
 Air Flow 50 - 700 L/min  1,7 - 25 CFM Lifetime 25 - 300 h approx.   

 Environment temp. +15°C +45°C  +60°F +113°F  

All technical data may be changed by manufacturer without prior notice 

info@nardicompressori.com 

www.nardicompressori.com 

DESCRIPTION CODE   

Connection tube O40 x 1 ¼’’G  PA111-207 

 

 

 

 

DESCRIPTION CODE   

Connection tube O40 x 3/4’’G  PA111-211 

 

 

 

 

DESCRIPTION CODE   

INOX CLAMP O 35-50 PA111-209 

 

 

 

 

DESCRIPTION CODE  

Flexible tube O 40 length 4m PA111-208 

 

 

 

 

DESCRIPTION CODE    
Filter CO2 Reducer complete with support PA100-550  

 

 

 

 

DESCRIPTION CODE    

Cartridge for CO2 Reducer PA100-555 

 

 

 

 

http://www.nardicompressori.com/

